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OCEAN
 RESIDENTIAL FILTER 

CHARACTERISTICS

Filter for private pools, made with 
industrial standards, reinforced 
fibreglass tank, UV resistant treatment.
Includes pressure gauge and 6 ways 
multiport valve.

• Transparent lid of easy opening.
• Folding diffuser to facilitate the
loading of filtrant media and access
to interior parts.
• Drain set designed to facilitate the
emptying of water and sand.
• Internal air purge to prevent the
formation of air bubbles inside the
filter.
• Version with TOP valve up to
620mm diameter filter.



 TECHNICAL DATA 

 WORKING PRESSURE 0,5 -1,5 kg/cm²

 MAXIMUM PRESSURE 2 kg/cm²

 TESTING PRESSURE 3 kg/cm²

 OPERATING TEMP 1º - 40ºC

 SAND GRADING 0,4 - 0,8 mm
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OCEAN 680 2'' 0,36 18,14 915 680 420 545 175 27

OCEAN 750 2'' 0,44 22 1020 750 455 595 225 33

OCEAN 900 2'' 0,64 31,8 1020 900 455 595 325 42

 FILTERING SURFACE  DIMENSIONS (mm) SAND

(Kg)

WEIGHTFLOWMODEL

mm

400

510

620

680

750

900

Ø

A

C

D

B




