
Pool Surrounding Equipment
DURABLE FOR ALL WEATHER CONDITIONS
Resistant to pool chemical and sunlight

Material

Reinforced ABS for strength 
and longevity of use

Pool & Spa Equipment

Available from:

STRIVE FOR CLEAR WATER

EMAUX WATER TECHNOLOGY CO., LTD
ADDRESS G/F 41 TIN HAU TEMPLE ROAD,
NORTH POINT, HONG KONG
PHONE +852 2832 9880 
www.emauxgroup.com 

© 2018 EMAUX WATER TECHNOLOGY CO., LTD. ALL RIGHTS RESERVED.ALL SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.



91601217
91601218

EM4411(A)
EM4411(E)

1.5” Solvent, G2A Screwthread
50mm Solvent, G2A Screwthread

150
150

Code Model Flow Rate
(L/min)Connection

Return Inlet EM4411

1. For concrete pool
2. Recommended wall conduit

EM2841
3. Adjustable angle

91601215
91601216

EM4410(A)
EM4410(E)

1.5” Solvent, G2A Screwthread
50mm Solvent, G2A Screwthread

150
150

Code Model Flow Rate
(L/min)Connection

1. For concrete pool
2. Recommended wall conduit

EM2841
3. Adjustable angle

Return Inlet EM4410

91601225
91601226

EM4415(A)
EM4415(E)

1.5” Solvent, G2A Screwthread
50mm Solvent, G2A Screwthread

150
150

Code Model Flow Rate
(L/min)Connection

Return Inlet EM4415

1. For vinyl pool
2. Recommended wall conduit EM2842
3. Adjustable angle

91601223
91601224
91601229
91601230

EM4414(A)
EM4414(E)
EM4414A TS
EM4414E TS

1.5” Solvent, G2A Screwthread
50mm Solvent, G2A Screwthread
1.5” Solvent, G2A Screwthread

50mm Solvent, G2A Screwthread

150
150
150
150

Yes
Yes
No
No

Code Model Flow Rate
(L/min)

Brass
InsertsConnection

Return Inlet EM4414

1. For vinyl pool
2. Recommended wall conduit EM2842
3. Adjustable angle

Pool Fittings, Inlet Fitting - Return Inlet

RETURN INLET

91601219
91601220
91601227
91601228

EM4412(A)
EM4412(E)
EM4412A TS
EM4412E TS

1.5” Solvent, G2A Screwthread
50mm Solvent, G2A Screwthread
1.5” Solvent, G2A Screwthread

50mm Solvent, G2A Screwthread

150
150
150
150

Yes
Yes
No
No

Code Model Flow Rate
(L/min)

Brass
InsertsConnection

Return Inlet EM4412

1. For vinyl pool
2. Recommended wall conduit EM2842
3. Adjustable angle

91601221
91601238
91601222
91601239

EM4413(A)
EM4413(A1)
EM4413(E)
EM4413(E1)

1.5”/2” Class 12 Solvent
2” Class 15 Solvent

50mm/63mm PN10 Solvent
63mm PN16 Solvent

150
150
150
150

Code Model Flow Rate
(L/min)Connection

Return Inlet EM4413

1. For concrete pool
2.  Adjustable angle

91601213
91601236
91601214
91601237

EM4409(A)
EM4409(A1)
EM4409(E)
EM4409(E1)

1.5”/ 2” Class 12 Solvent
2” Class 15 Solvent

50mm/63mm PN10 Solvent
63mm PN16 Solvent

150/240
150/240
150/240
150/240

Code Model Flow Rate
(L/min)Connection

1. For concrete pool
2. Adjustable angle

Return Inlet  EM4409

91601211
91601234
91601212
91601235

EM4408(A)
EM4408(A1)
EM4408(E)
EM4408(E1)

1”/1.5” Class 12 Solvent
1”/1.5” Class 15 Solvent

32mm/50mm PN10 Solvent
32mm/50mm PN16 Solvent

50/150
50/150
50/150
50/150

Code Model Flow Rate
(L/min)Connection

Return Inlet EM4408

1. For concrete pool
2. Adjustable angle

Inlet Fittings

P9                      Pool Fittings, Inlet Fitting - Return Inlet
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