
HAYWARD IBÉRICA, S.L.U. - Felipe II, 136. 45210 Yuncos (Toledo) – Spain

SPK12603XY1 
SPK12605XY1 
SPK12607XY1 
SPK12610XY1 
SPK12615XY1 
SPK12620XY1 
SPK12630XY1

SPK12605XY3 
SPK12607XY3 
SPK12610XY3 
SPK12615XY3 
SPK12620XY3 
SPK12630XY3

SPK12603XY16
SPK12605XY16
SPK12607XY16
SPK12610XY16
SPK12615XY16
SPK12620XY16
SPK12630XY16

SPK12605XY36
SPK12607XY36
SPK12610XY36
SPK12615XY36
SPK12620XY36
SPK12630XY36



HAYWARD»
 2  6

�

�

F NF C 15-100 GB BS7671:1992
D DIN VDE 0100-702 EW EVHS-HD 384-7-702
A ÖVE 8001-4-702 H MSZ 2364-702:1994 / MSZ 10-533 1/1990
E UNE 20460-7-702 1993, REBT ITC-BT-31 2002 M MSA HD 384-7-702.S2

IRL IS HD 384-7-702 PL PN-IEC 60364-7-702:1999
I CEI 64-8/7 CZ CSN 33 2000 7-702

LUX 384-7.702 S2 SK STN 33 2000-7-702
NL NEN 1010-7-702 SLO SIST HD 384-7-702.S2

P RSIUEE TR TS IEC 60364-7-702
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Pompe - Pump 
Bomba - Bomba
Pumpe - Pomp 
Pompa - Pump 

Puissance 
nominale - 

Nominal power -
Potencia nominal -
Potência nominal -

Nennleistungsaufnahme 
- Nominaal vermogen -

Potenza nominale - Mär-
keffekt -

Voltage Fréquence Nb
de phases - Voltage Frequency 

Number of phases - Voltaje 
Frecuencia - Número de fases 
- Tensão Frequência - Número
de fases - Voltzahl Frequenz

Phasenanzahl - Spanning
Frequentie Aantal fases - 

Voltaggio Frequenza Numero fasi 
- Spänningsfrekvens Antal faser -

Ampérage
Amperage 
Amperaje 

Amperagem 
Stromstärke 

Stroomsterkte 
Amperaggio 
Strömstyrka

 Condensateur
Capacitor

Condensador
Condensador
Kondensator
Condensator

Condensatore
Kondensator

Taille et réglage disjoncteur - Circuit 
breaker size and setting - Tamaño 

y ajuste disyuntor - Tamanho e 
regulação do disjuntor - Größe und 
Einstellung Sicherung - Grootte en 
instelling beveiligingsschakelaar

Dimensione e regolazione 
interruttore differenziale 

- Effektbrytarens värde och

Altura manométrica Máx.

K-FLO 0.33HP 230V

K-FLO 0.50HP 230V

K-FLO 0.75HP 230V

K-FLO 1.00 HP 230

K-FLO 1.50HP 230V

K-FLO 2.00HP 230V

K-FLO 3.00HP 230V

K-FLO 0.50HP 400V

K-FLO 0.75HP 400V

K-FLO 1.00HP 400V

K-FLO 1.50HP 400V

K-FLO 2.00HP 400V

K-FLO 3.00HP 400V

0,243 kW

0,368 kW

0,552 kW

0,736 kW

1,104 kW

1,472 kW

2,208 kW

0,368 kW

0,552 kW

0,736 kW

1,104 kW

1,472 kW

2,208 kW

230V~50/60Hz
1 PHASE

230V~50/60Hz
1 PHASE

230V~50/60Hz
1 PHASE

230V~50/60Hz
1 PHASE

230V~50/60Hz
1 PHASE

230V~50/60Hz
1 PHASE

230V~50/60Hz
1 PHASE

3 PHASE

3 PHASE

3 PHASE

3 PHASE

3 PHASE

3 PHASE

2,5A

3,2A

3,8A

5,0A

7,5A

9,0A

12,5A

12µF

14µF

14µF

20µF

25µF

30µF

40µF

-

-

-

-

-

-

1,6-2,5A

2,5-4A

2,5-4A

4-6,3A

6,3-10A

6,3-10A

10-16A

1,0-1,6A

1,6-2,5A

1,6-2,5A

2,5-4A

2,5-4A

4-6,3A

12

13,7

16,1

18

18,2

19,1

22,3

13,7

16,1

18

18,2

19,1

22,3
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    1,4A

  1,7A

    2,0A

 2,9A

   3,5A

   5A

   400V~50/60Hz

   400V~50/60Hz

  400V~50/60Hz

  400V~50/60Hz

  400V~50/60Hz

  400V~50/60Hz

 

Hauteur manométrique Max.
Max. Manometric Head

Altura manométrica Máx.
Max. Druckhöhe 

Massima Altezza manometrica 
Max. Uppfordringshöjd 

(MAX. TOTAL METRES HEAD) 
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