
Pool Surrounding Equipment
DURABLE FOR ALL WEATHER CONDITIONS
Resistant to pool chemicals and sunlight

Material

Reinforced ABS for strength 
and longevity of use

Pool & Spa Equipment

Available from:

YOUR PREMIER SUPPLIER

EMAUX WATER TECHNOLOGY CO., LTD
ADDRESS: Flat A-D, 20/F., Kai Bo 22, 22 Wing Kin Road, 
Kwai Chung, Hong Kong
PHONE +852 2832 9880 
www.emauxgroup.com 
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Pool Fittings, Outlet Fitting - VGB Anti-Vortex Main Drain                        P4

Anti-Vortex 
Main Drain

Main Drain EM2815 

91600511
91600512

EM2815C
EM2815V

1.5” / 2” Internal Threaded
1.5” / 2” Internal Threaded

Concrete Pool
Vinyl Pool

240
240

Code Model Flow Rate (L/min)ApplicationConnection

91600509 EM2813 260 x 260mm 900

Code Model Flow Rate (L/min)Size

Main Drain EM2813 

91600510 EM2816 531 x 531mm 3600

Code Model Flow Rate (L/min)Size

Main Drain EM2816
(with AISI 316 Stainless Steel Frame)

Outlet Fittings Skimmer

This series of Main Drains comply with provisions of 
ANSI/APSP-16 2011 standard and the Virginia Graeme 
Baker Pool and Spa Safety Act. High quality main 
drains are made of chemical and UV resistant ABS.

Outlet Fittings VGB Anti-Vortex Main Drain

Pool Fittings, Outlet Fitting - Skimmer

91600302
91600301

EM0010-RV
EM0010-RC

1.5” Internal Threaded
1.5” Internal Threaded

Vinyl Pool
Concrete Pool

150
150

Code Model Flow Rate
(L/min)Connection Application

9.5L Wall Skimmer EM0010

91601002
91601001

EM0020-RV
EM0020-RC

1.5” Internal Threaded
1.5” Internal Threaded

Vinyl Pool
Concrete Pool

150
150

Code Model Flow Rate
(L/min)Connection Application

9.5L Wide Mouth Wall Skimmer EM0020

91600315
91600316
91600320

EM0130-SC
EM0130-SV

EM0130TS-SV

1.5”  and 2” Internal Threaded and 1.5” Solvent Internal
1.5”  and 2” Internal Threaded and 1.5” Solvent Internal
1.5”  and 2” Internal Threaded and 1.5” Solvent Internal

Concrete Pool
Vinyl Pool

Vinyl Pool (without brass inserts)

150 - 200
150 - 200
150 - 200

Code Model Flow Rate (L/min)Connection Application

15L Standard Wall Skimmer EM0130

91601013
91601014
91601016
91601017

EM0140-SC
EM0140-SV

EM0140TS-SC
EM0140TS-SV

1.5” and 2” Internal Threaded and 1.5” Solvent Internal
1.5” and 2” Internal Threaded and 1.5” Solvent Internal
1.5” and 2” Internal Threaded and 1.5” Solvent Internal
1.5” and 2” Internal Threaded and 1.5” Solvent Internal

Concrete Pool
Vinyl Pool

Concrete Pool (without brass inserts)
Vinyl Pool (without brass inserts)

150 - 200
150 - 200
150 - 200
150 - 200

Code Model Flow Rate (L/min)Connection Application

15L Wide Mouth Wall Skimmer EM0140

EM0130SC EM0130SV

EM0140SC EM0140SV
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