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 •  One single box for salt chlorination and pool equipment 
regulation and control (including filter pumps, heat pumps, 
lighting, etc.)

 • �Wifi�/�Ethernet�module�(optional): simple, trouble-free 
remote management

 •  Salt treatment included with Hayward® T-CELLs® and pH 
probes, the reference of the market

 •  Clean water at all times: saves on chemicals and offers 
unrivalled bathing comfort
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For easy and intuitive use

Download the 
”Hayward® Poolwatch“ 
app to manage your 
equipment remotely 
using the WiFi module 
or Ethernet

Connectivity options NEW 2021

Control all your pool equipment with Google Home and Google Assistant

“Ok Google”

“Alexa”
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Description AQR-PLUS-T3E AQR-PLUS-T9E AQR-PLUS-T15 E AQR-PLUS-LSE 
Probe Goldline

Principal control outputs Filtration time / Light / Temperature
Additional control outputs 4 additional user-configurable outputs

Language selection GB - FR - SP - DE - IT - CZ - PT - NL - PL - HU - RU
Salt concentration 3.2 g/l 3.2 g/l 3.2 g/l 1.5 g/l

Chlorine production 10 g/h 20 g/h 30 g/h 15 g/h
Pool volume 60 m3 95 m3 150 m3 60 à 90 m3*

pH control Yes 
ORP control Optional Provided 

Display 2.8’’ TFT
Power supply 220V 50/60Hz
Dimensions 270 x 220 x 115 mm

Electronic box Fireproof black ABS plastic
Front cover White ABS plastic

Automatic cleaning Operates by reverse polarity
Salinity reading via WiFi/Ethernet Salinity detected in g/l (accuracy ±10%)

Pool cover-dependent production control Programmable 0 - 100% production as a function of pool cover being open or closed
* Depending on geographical location

Description AQR-PLUS-T3E AQR-PLUS-T9E AQR-PLUS-T15 E AQR-PLUS-LSE 
Probe Goldline

ORP Goldine probe kit AQR-PLUS-ORP
Probe for free chlorine H-OPTION-CL
Detachable TFT screen AQR-PLUS-PANL

Wifi Module RS2WI-OPTION-W
Ethernet module RS2NET-OPTION-L

Detachable Touch screen CTS-OPTION-TS

AVAILABLE 
OPTIONS

AquaRite® +
YEARS OF WARRANTY

3
N O T  S O L D  O N L I N E

ORP Goldline 
probe kit

Probe for free 
chlorine

Detachable screen Wifi Module Ethernet Module Detachable Touch 
screen


